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EXAMINER'S AMENDMENT 

1 . An examiner's amendment to the record appears below. Should the changes 
and/or additions be unacceptable to applicant, an amendment may be filed as provided 
by 37 CFR 1.312. To ensure consideration of such an amendment, it MUST be 
submitted no later than the payment of the issue fee. 

Authorization for this examiner's amendment was given in a telephone interview 
with Kyle Eppele (Registration No. 34,155) on the 8 May 2006. 

2. The application has been amended as follows: 

Please amend claim 1 as follows: 
1 . A display system, comprising: 

a plurality of tiles, each tile of the tiles including a matrix of pixel elements, the 
pixel elements selectively providing light at a first surface of the tile in response to 
address signals, the pixel elements being coupled to an address circuit via contacts at a 
second surface, the first surface being opposite the second surface; 

wherein the contacts extend below the second surface and are coupled to the 
pixel elements, wherein the contacts are disposed between rib structures, wherein the 
rib structures are not other contacts; and 

an interconnect member coupled to the second surface, the interconnect 
member including a front surface coupled to the second surface, and a back surface 
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opposite the front surface, wherein conductive vias extend from the front surface to the 
back surface, the conductive vias being coupled to the contacts: and 

a medium having a mounting surface, the plurality of tiles being attached to or 
above the mounting surface. 

Please cancel claim 5. 

Please amend claim 6 as follows: 

6. The display system of claim § 1, further comprising: 

an interposer coupled to the interconnect member, the interposer including the 
address circuit. 

Please amend claim 8 as follows: 
8. A cockpit display, comprising: 

a plurality of display tiles, at least one tile of the display tiles including a matrix of 
pixel elements that form a pixel web , the pixel display tiles including contacts at a 
second surface of the pixel web, the a first surface being opposite the second surface; 

wherein the contacts extend below the second surface and are coupled to the 
pixel elements, wherein the contacts are disposed between rib structures, wherein the 
rib structures include dielectric material; an4 

an interconnect member coupled to the second surface, the interconnect 
member including a front surface coupled to the second surface, and a back surface 
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opposite the front surface, wherein conductive vias extend from the front surface to the 
back surface, the conductive vias being coupled to the contacts: and 

a medium having a mounting surface, the plurality of display tiles being attached 
to or above the mounting surface at the first surface. 

Please amend claim 10 as follows: 

1 0. The cockpit display of claim 9, wherein the d i sp l ay t i le furth e r compr i ses a flex i bl e 
interconn e ct m e d i um couplod to tho contacts, interconnect member is flexible. 

Please amend claim 1 1 as follows: 

11. A display apparatus, comprising: 

first means for providing first light from first pixel elements at a first surface, the 
first surface being opposite a second surface, the second surface including first 
contacts, the first contacts being disposed between rib structures, wherein the rib 
structures are insulated electrically from the first contacts; 

an interconnect member coupled to the second surface, the interconnect 
member including a front surface coupled to the second surface, and a back surface 
opposite the front surface, wherein conductive vias extend from the front surface to the 
back surface, the conductive vias being coupled to the contacts: 

first means for providing first paths for first electric signals, the first paths being 
connected to the first contacts, the first means for providing first paths being mounted 
behind the second surface and being closer to the second surface than the first surface; 
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second means for providing second light from second pixel elements at a third 
surface, the third surface being opposite a fourth surface, the fourth surface including 
second contacts, 

second means for providing second paths for second electric signals, the second 
paths being connected to the second contacts, the second means for providing second 
paths being mounted behind the fourth surface and being closer to the fourth surface 
than the third surface; and 

means for providing the first electric signals and second electric signals to the 
first means for providing first paths and the second means for providing second paths, 
the first electric signals and second electric signals controlling the first light and the 
second light. 

Please amend claim 13 as follows: 

13. A method of operating a display, the method comprising: 

providing first electric signals from behind a back surface of a first pixel web to 
the back surface of the first pixel web, the first pixel web being located on a first tile, the 
first pixel web including contacts on the back surface, and an interconnect member 
coupled to the back surface, the interconnect member including a front surface coupled 
to the back surface, and a second surface opposite the front surface, wherein 
conductive vias extend from the front surface to the second surface, the conductive vias 
being coupled to the contacts, the contacts being disposed between rib structures, 
wherein the rib structures are non-conductive material; 
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providing light at a front surface of the first pixel web on the first tile in 
accordance with the first electric signals; 

providing second electric signals from behind a back surface of a second pixel 
web to the back surface of the second pixel web, the second pixel web being located on 
a second tile; 

providing light at a front surface of the second pixel web on the second tile in 
accordance with the second electric signals. 

Please amend claim 16 as follows: 

16. A method of manufacturing a display system, the method comprising: 

providing a plurality of tiles, each of the tiles having a first surface and a second 
surface parallel with a first plane and an interconnect member coupled to the second 
surface , wherein the first surface includes a plurality of pixel elements for selectively 
providing light, the second surface including a plurality of contacts electrically 
associated with the pixel elements, the interconnect member including a front surface 
coupled to the second surface, and a back surface opposite the front surface, wherein 
conductive vias extend from the front surface to the back surface, the conductive vias 
being coupled to the contacts, the contacts being disposed between rib structures, the 
rib structures including dielectric material; 

providing a transparent carrier medium; and 
attaching the tiles to a carrier medium. 
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Please amend claim 19 as follows: 
19. A display comprising: 

a plurality of tiles, each of the tiles having a first surface and a second surface 
parallel with a first plane and an interconnect member coupled to the second surface , 
wherein the first surface includes a plurality of pixel elements for selectively providing 
light, the second surface including a plurality of contacts electrically associated with the 
pixel elements, the interconnect member including a front surface coupled to the second 
surface, and a back surface opposite the front surface, wherein conductive vias extend 
from the front surface to the back surface, the conductive vias being coupled to the 
contacts, wherein conductive vias extend from the contacts to the pixel elements in a 
direction relatively perpendicular to the first plane, the conductive vias being disposed 
between rib structures, wherein the rib structures are trapezoidally shaped. 

Allowable Subject Matter 

3. Claims 1-4 and 6-20 are allowed. 

4. The following is an examiner's statement of reasons for allowance: 

The primary reason for allowance is the inclusion of the interconnect member 
coupled to the second surface with conductive vias extending through the interconnect 
member to be connected to the contacts in combination with the contacts extending 
below the second surface of the tile to be coupled to the pixel elements and the 
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contacts being disposed between rib structures, which is not found singularly or in 
combination in the prior art. 

The closest prior art reference is Matthies (US 6,498,592) that teaches of a tiled 
display which allows the pixels to be brought up to the edge of the display while allowing 
the pixels to be addressed from behind the tiles, however, Matthies fails to teach of the 
structure in which an interconnect member is connected to contacts located at a surface 
in which the contacts are disposed between rib structures. 

Any comments considered necessary by applicant must be submitted no later 
than the payment of the issue fee and, to avoid processing delays, should preferably 
accompany the issue fee. Such submissions should be clearly labeled "Comments on 
Statement of Reasons for Allowance." 

Conclusion 

5. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Stephen G. Sherman whose telephone number is (571) 
272-2941. The examiner can normally be reached on M-F, 8:00 a.m. - 4:30 p.m.. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Amr Awad can be reached on (571) 272-7764. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). 

SS 

8 May 2006 




